
SPECIFICATIONS
Complies with the following requirements:
• ASTM C920 – Class 100/50

•
 
ASTM C834 Type OP Grade -18°C

 

PHYSICAL AND CHEMICAL 
CHARACTERISTICS
Type: Latex

 Non-Reactive VOC:
 <50 g/L (<1.5% wt.) 

 
 

 
 

Tooling time: 10-15 minutes

 
Weight per gallon:

  

10.59 lbs., white and colors; 8.68 lbs. clear 

 

Flashpoint: Solvent free/Not applicable

Freeze thaw stability: Stable through 20 cycles

  Full cure: 3-7 days **

  

Application temperature: Above 40°F and below 120°F  

Joint movement capability:

 

100%

Storage life: 24 months in tightly closed containers

Coverage: 10.1 � oz = 31 linear ft. at a 1/4” bead

Cleanup:

  

 

APPLICATION

LIMITATIONS 

 
 
 
 
 
 
 

CAUTION STATEMENT 

  
  
 

Units Per Package

12

UPC

037083710014

Weight

13.85 lbs

Size/Color

10.1 oz Cartridge/White 
Over 10 colors available

Part Number

71001

 

 If not satis�ed with product performance when used as directed, return 
container and proof of purchase to Franklin International, Inc. for replacement of product. 
Buyer’s sole remedy shall be limited only to the replacement of product exclusive of cost of 
labor. No other warranties are expressed or implied.

Paintable: After 2-4 hours

Tack-free time: 
 1 hour 

 
 

Solids: 74%
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WHY CLASS
Joint movement is a fact of life.  Joints experience movement through expansion and contraction due to temperature 
changes, soils shifting, and settling.  Elastomeric sealants are formulated for joint movement, but not all are created equal.  
The minimum requirement for an elastomeric sealant is 25% joint movement (Class 25, ASTM C-920.)  DuraMaster is 4X 
better than the minimum spec – with 100% joint movement – the very �rst elastomeric sealant to pass Class 100/50.

STRETCH VS JOINT MOVEMENT
STRETCH – HOW FAR A SEALANT CAN BE STRETCHED WITHOUT BREAKING

Any sealant can stretch and report a high percentage of stretching, however stretch is not a measure of performance

JOINT MOVEMENT –  MEASURES EXPANSION & CONTRACTION (ASTM C920) 
An accurate measure of performance using expansion AND contraction of a sealant within a joint

TYPES OF JOINT STRESS

WHERE IT MATTERS
WINDOWS & DOORS, TRIM, STAIR STRINGERS, ANY AREA THAT MOVES
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